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Pod Hanger Assembly

The UMS Flowell Pod Hanger Assembly is completely torqued, assembled, and pressure
tested, ready to make up to the ESP and the production tubing.

The pod hanger assembly comprises of:

e  6ft handling sub with a top connection to suit the customer’s production tubing

e Optional nipple for testing the production tubing above the pod hanger assembly

o 8ft pup joint above the pod hanger to allow for deflection due to the hanger offset
bore. This also provides space for a packer style electrical connector

e Pod hanger

e  6ft pup joint below the pod hanger

e Optional offset union to accommodate for the offset production bore due to the
electrical connector penetration

e  6ft or 15ft pup joint depending if an offset union is used

e  Crossover if required for the pump discharge head

Available with ISO 14310 VO and V3 Qualification
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Technical Specifications - Pod Hanger Assembly

Part Number Pod size Top Connection
PS-5500-0057 5-1/2" 3-1/2” 9.3# EUE BOX
PS-5500-0058 5-1/2" 2-7/8” 6.5# EUE BOX

PS-7625-0127 7"/7-5/8"

77/7-5/8"

3-1/2” 9.3# EUE BOX
PS-7625-0079 4-1/2” 12.75# EUE BOX

PS-7625-0086 7"/7-5/8" 4-1/2” 12.6# VAM TOP BOX

PS-7625-0098 7"/7-5/8”
7"/7-5/8"

77/7-5/8"

3-1/2” 9.2# TENARIS BLUE BOX
5-1/2” 17# VAM TOP BOX
3-1/2” 9.2# VAM TOP BOX

PS-7625-0105
PS-7625-0115
PS-7625-0119

7"/7-5/8" 3-1/2” 9.3# EUE BOX

PS-7625-0124 7"/7-5/8" 4-1/2” 12.6# VAM TOP BOX

PS-7625-0125 7"/7-5/8"
7"/7-5/8"
7"/7-5/8"

8-5/8”

3-1/2” 9.2# VAM TOP BOX
4-1/2” 12.6# VAM TOP BOX
4-1/2” 12.6# VAM TOP BOX

PS-7625-0129
PS-7625-0164
PS-8625-01 4-1/2” 13.5# TENARIS BLUE BOX

PS-10750-07 10-3/4” 5-1/2” 23# VAM TOP BOX

Bottom Connection

2-3/8” 4.7# EUE PIN

3-1/2" 9.3# EUE PIN

3-1/2" 9.3# EUE PIN

3-1/2” 9.3# EUE PIN

3-1/2” 9.2# VAM TOP PIN

3-1/2" 9.2# TENARIS BLUE PIN
4-1/2" 12.6# VAM TOP PIN

3-1/2" 9.2# VAM TOP PIN

2-7/8” 6.5# EUE PIN

REDA 562 PUMP DISCHARGE HEAD
3-1/2" 9.2# VAM TOP PIN

3-1/2" 9.2# VAM TOP PIN

3-1/2” 9.2# VAM TOP PIN (concentric)
4-1/2” 13.5# TENARIS BLUE PIN
4-1/2” 12.6# VAM TOP PIN

UMS Flowell — Turriff, South Bogton, Forglen, Turriff, Aberdeenshire, Scotland, UK, AB53 4LA.

Tel: +44 (0)1888 568771

UMS Flowell — East Kilbride, Suite 10, Arx house, James Watt Avenue,
Scottish Enterprise Technology Park, East Kilbride, Scotland, UK, G75 0QD
Tel: +44 (0)1355 222611

ESP Connector connection

3 X 3/8” NPT FOR SPLIT PHASE CONNECTOR

3 X 3/8” NPT FOR SPLIT PHASE CONNECTOR
2-3/8” EUE BOX

2-3/8” EUE BOX

BIW FIELD ATTACHABLE

2-3/8” NUE PIN

3 X 3/8” NPT FOR SPLIT PHASE CONNECTOR
2-3/8” EUE BOX

2-3/8” EUE BOX

1.900” NUE BOX INVERTED PACKER PENETRATOR
2-3/8” NUE BOX

3 X 3/8” NPT FOR SPLIT PHASE CONNECTOR

3 X 3/8” NPT FOR SPLIT PHASE CONNECTOR
1.900” NUE BOX INVERTED PACKER PENETRATOR
2-3/8” NUE BOX INVERTED PACKER PENETRATOR

performance
under pressure

©UMS Flowell 2020




